
MegaRail

Normalised working width (m)

Class of normalised working width

Normalised dynamic deflection (m)

Construction width (m)

Construction height (m)

Distance between posts (m)

Installation condition posts driven

Test length (m)

Guardrails » Stationary Guardrails

TECHNICAL SPECIFICATIONS

©
 S

af
er

oa
d 

R
R

S
 G

m
b

H

ea 1.33

0.60

W1

0.50

0.18

0.75

1.33

36.0

N2 · W1 · A

© 12/2019 Saferoad RRS GmbH, Please note that forwarding this drawing without permission from Saferoad RSS GmbH is a break of copyright. 

Datenblatt · Data sheet

MegaRail ea 1.33   
N2 · W1 · A

Profil B

Profil A
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Charakteristisches Material des Systems
Characteristic material of the system

S355JR

Aufhaltestufe
Containment Level

N2

Normalisierter Wirkungsbereich [m]
Normalised working width

0.6

Normalisierte Wirkungsbereichsklasse Wn 
Class of normalised working width W1

Normalisierte dyn. Durchbiegung [m]
Normalised dynamic deflection

0.5

Normalisierte Klasse der Fahrzeugeindringung  VIn 
Class of normalised vehicle intrusion

-

Normalisierte Fahrzeugeindrigung [m]
Normalised vehicle intrusion

-

ASI
ASI

A

Testlänge [m]
Test length

36.00

Einsatzort
Installation condition

Strecke
posts driven


